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Permanent Roof Repair
WIDOCRYL-TEN

ONE KIT 
ONE APPLICATION 
PERMANENT
WATERPROOFING



Rep-kit is a complete waterproofing kit containing a liquid resin
component which is mixed with the catalyst powder and applied –
first to the surface and then over the fleece – encapsulating the
reinforcement fleece, resulting in a quick and simple permanent repair
solution. Rep-kit is suitable for various waterproofing works – from
roof and gutter repairs, to upstands, service penetrations and
mechanical pipe-work.

One kit provides a repair coverage up to 0.5m2

n QUICK AND SIMPLE TO USE
n SINGLE APPLICATION
n NO PRIMER
n NO HOT WORKS
n WATERPROOF IN 30 MINUTES
n SELF TERMINATING (NO MECHANICAL FIXINGS)
n UV STABLE
n COST EFFECTIVE
n COMPACT FOR EASY STORAGE AND TRANSPORT
n VERSATILE



For More Information
Please Call
0845 265 8008

Or Visit 
www.rep-kit.co.uk

    
 

 
  

   
    

 
 

     
n ASPHALT

n SINGLE PLY
MEMBRANE

n SLATE
n STEEL
n LIQUID COATINGS
n FIBREGLASS
n COPPER
n MASONRY
n MINERAL FELT
n PLASTIC
n LEAD
n BRICKWORK
n RUBBER
n ASBESTOS
n TIMBER

REP-KIT CAN
BE APPLIED TO
ALMOST ANY
CLEAN, DUST
FREE SURFACE
INCLUDING :-

ONE KIT 
ONE APPLICATION
This compact waterproofing repair
kit can be easily stacked, stored,
transported and on hand for
immediate use. Everything you will
need to carry out the waterproofing
repair is contained within the kit,
thus removing the need to source
any additional tools, materials or to
make any return visit – as well as
trips up and down ladders!

MATERIAL DATA SHEET
DOWNLOAD – www.rep-kit.co.uk



���
���0
������

Systems House , Horndon Industrial Park
West Horndon, Brentwood

Essex CM13 3XL

Tel: +44 (0)845 265 8008   Fax: +44 (0)845 265 8009
Email: info@widopan.co.uk www.widopan.co.uk

BBA Approved & EOTA Certified

A PERMANENT WATERPROOFING REPAIR KIT
THAT DOES NOT REQUIRE A SPECIALIST
APPROVED CONTRACTOR TO APPLY
Rep-kit provides on-the-spot, permanent waterproofing for many
trade industries such as roofers, air conditioning and mechanical
contractors, builders, glaziers etc.

REP-KIT IS
EXCLUSIVELY

MANUFACTURED BY

  

    

        
          

   

      
       

         
 

          

  
    

       
 

  

 
       

        
        

  
  

  
  

     

 
        

       
     

       
       

      
       

  

Liquid waterproofing systems
for the construction industry

PRODUCTS

          

 
 

         

        

Ensure surfaces are clean, dry and dust free.

Put on goggles and gloves provided.

1

Cut matting to shape of repair using 
scissors provided, ensuring there is at least 
a 50mm (2in) overlap on all sides. Set aside 
for later use.

Carefully open resin pot 
and stir in catalyst powder 
with stirring stick provided.

Whilst resin is still wet apply matting over 
wetted in area and then brush more  
pre-mixed resin over matting, ensuring you 
cover all the matting.  

 Ltd
Systems House, Horndon Industrial Park, West Horndon, Brentwood, Essex CM13 3XL

Tel 0     Fax     www.rep-kit.co.uk

Standard Repair

CATALYST
POWDER

RESIN
PART A

PART B

50mm

50mm

50mm

50mm
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Time to work quickly - liberally apply 
pre-mixed resin to repair area making ready 
to receive matting. You have approximately  
15 minutes total working time.
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7 3

6

15
minutes
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Once any remaining  
mixed resin has  
completely hardened 
it can be disposed of 
as domestic waste. 
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MATERIAL SAFETY DATASHEET DOWNLOADABLE @ REP-KIT.CO.UK 
OR CONTACT US FOR A COPY

SIMPLE, EASY TO FOLLOW INSTRUCTIONS 
AND ONLINE VIDEO DEMONSTRATION

www.rep-kit.co.uk


